AMPLIFIERS

whencommunicationiscritical

FEATURES

= Excellent sound reproduction

= Five mic/auxiliary input mixing controls

= Built-in telephone/Intercom 600 ohm Input

= Vox Muting on Telephone and one Mic input

= Speaker output for 8 ohm, 25V, 70V & 100V

= Protective limiting circuits, fuses and overload LED
= Phantom Power for condenser microphones

= Cascading via audio in/out connectors

= Power on delay switch

DESCRIPTION

The 1806-A and 1812-A audio power amplifiers are designed for general purpose PA. (Public Address) and
sound reinforcement applications. They provide a conservative (60) watts, or (120) watts or clear audio power
amplification. They allow mixing and controlling up to (5) audio input sources such as microphones, telephone
and/or intercoms, music and other auxiliary program inputs. The 1800 series amplifiers provide a convenient
telephone or intercom paging input, balanced for 600 ohm, 0dB, 100mv with automatic muting of the program
source. Muting is also available from mic 1 with control contacts. Separate output screw terminals are provided
for 70 volt, 25 volt, or 4-16 ohm speaker lines. Output is controlled by a front-mounted master volume control
and separate bass and treble controls. Inputs are also screw terminals. An optional 18131 XLR connector kit
is available for direct plug-in of microphone cables. The preamp and power amp sections of the amplifier are
separated and “preamp out” and “power in” plug-in connectors are provided to allow cascading of amplifiers
or use of a tape recorder, compressor/limitor, equalizer or external signal processing device. The 1800 mixer
amplifiers are flexible and ideal for general paging and applications requiring multiple microphones such as
schools, small churches and auditoriums. The 1800 series audio amplifiers will operate on all STENTOFON
intercom systems.
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ORDER NUMBER DESCRIPTION
i 10001806A0 (60 Watt) Mixer Amplifier
Zenitel USA, Inc. . e
6119 Connecticut Avenue 10001812A0 (120 Watt) Mixer Amplifier
Kansas City, MO 64120
816/654-5030
AMPLIFIERS
SPECIFICATIONS
Type TWO ZONE Mixer Amplifier
Model 1806-A | 1812-A
Supply IMaIns Voltaga AC 115V, 60Hz £ 10% Switchable
Battery Voltage DG 24V (MAX 10% diviation)
Output power  Max : S0W 180W
Rated : 60W 120W
Outputs Speaker outputs:
Musictspsech: $,100W({70V/100V Selectable)
Speech:, 100V (FOV/100V Salectable)
Tape output: 350mV 4.7K
Pre output: 1V, 800}
MoH output: 88 | watt / 6000 ,1V balanced.
Inputs |M|c1f2:$ens,Adj {1mV~200mV), 250 (3 balanced with phantam power salectable.
Mic3/4:Mic - {mV, 25002, balanced without phantom power.
Phantom » 1V, 2502 halanced with phantom power.
Ling - 100mV, 47K balanced without phantom power.
CD:500mV 47K {2 unbalanced
Aux:200mV 47K (2 unbalanced
TEL ; 0.1~1V.600(} adjustable, balanced
Power in: 1V, 47K 0).unbalanced
Freguency response Mic1~Mic4; 60Hz ~ 15KHz £ 3dB

Aux/CD ; S0HZ ~ 20KH2 + 3dB
TEL : 100Hz ~ 15KHz + 3dB

Total harmenic distortion

Less than1% at 1KHz rated power

Signalto noise ratio

All Volume Controls C.CW. : 80dB below rated power
Mic1 ~ 4 : BO4B below rated power
TEL : : T0dB below rated power
Line (Aux/CD) : 70dB balow rated power

Tone Cortrals

Bass : +10 dB at 100Hz
Trable: £10 dB at 10KHz

Controls Mict ~Micd volume control
Line(Aux/CD) volume control
Mastsr volume control
TEL input level control
MOH output lavel contrel
Tone controls (Bass, Treble)
Chime onfoff switch
Line f phantom / mi¢ selector switch
AC 115V / 230V voltage Selector switch
Indicators Power indicator (LED),output level indicators (5 LEDS)
AC power consumption 170 watts 360 watls
DC power consumption 4A BA
Chime Two tone chime {Ding-done attention signal precading a call).
Priority Priority level (Using for Mic1~4, the 5 pole DIN connactor)

Tel/Emer Micl Mic2 Mic3 Micd Au/CD
8 5 4 3 2 1

Pricrity level {Using for “priority” screw terminal)

Tel/Emer  Micl I‘vgcz M|2c3 Mic4  AwdCD
B 2 2 1

Dimentions { H -0 <D 88 x430 %300 mm
Weight Approx  8.5kg | ~ Approx__10.0kg
Coler Black
Mounting optigns Table tap or 19" rack mountable

ORDER NUMBER

10001806A0, 10001812A0

SHIP WEIGHT

sales@stentofonusa.com

STENTOFON products are developed and marketed by Zenitel USA. ZENITEL USA reserves the right to modify designs and alter specifications without prior notice, in pursuance of a policy of continuous improvement. © 2009 Zenitel USA.



