





OPERATION

In day to day use, the Bi-Way operator's unit
is switched on, the sound is adjusted to a
convenient level and the counter attendant is
ready for the first customer.

In addition to the on/off switch, you can

set the unit to 'stand-by' mode — this will
minimize the ambient noise from the public
side in waiting periods. To increase the
sound at the public side, a 'Push-to-talk’
button will compensate for ambient noise,

to attract attention or to serve people with
reduced hearing. If a gooseneck microphone
is mounted, you can toggle between this and
the built-in microphone.
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The installation is easy and flexible — the
operator's unit can be freestanding, wall or
flush-mounted. The loudspeakers can be
mounted to the glass, wall or desk on both

sides of the public stand and the microphone

is fixed to the glass by self-adhesive tape.

= QOperator's unit with built-in microphone,
loudspeaker and four function buttons

= Two loudspeakers

= Uni-directional microphone -
to be mounted at the public side

= Power supply
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ACCESSORIES

A gooseneck microphone
can be mounted to eliminate
extreme ambient noise
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Standard loudspeakers
may be substituted by a
flush-mount type

A handset or headset with
microphone can be used
to eliminate noise, or for
private conversations
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To serve hearing disabled
customers, a hearing aid
amplifier and radiator loop

pad can be added LBB 7026/83 LBB 7073/82
A flush-mount frame
should be used for
built-in mounting
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LBB 7073/70
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