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Specifications

Usage characteristics

Category CAT7 (Exceeds CAT7 to 1’000 MHz)

Operating temperature -20 - 70°C

Ambient installation temperature -5 - 70°C

Minimum static operation bending radius 35 mm

Laying operation bending radius 70 mm

Flame retardant IEC 60332 Part 3 Cat. C.

Cable sharing application Intercom – high speed data 
Analogue telephone – high speed data 
Intercom – remote control relay

Construction characteristics

Type of cable STP

Screen Aluminium tape and copper braid

Drain wire No

Outer sheat LSZH

Structured cabling EN 50173-1 Information technology - Generic cabling 
systems 
EN 50288-4-1 Multi-element metallic  cables used in 
analogue and digital  communication and control 
ISO/IEC 61156-5 Symmetrical pair/quad cables with 		
transmission characteristics up to 600 MHz standard

Approvals DNV Type Approval Certificate No. E-8001

A100K10417

ADVANCED INTEGrated syStem CAT-7 CABLING SOLUTION

ORDER NUMBER DESCRIPTION SHIP WEIGHT

ACM-PP48 CAT7 Patch panel                    48 patch points 3.12 kg
ACM-PC-7 CAT7 Patch panel                    Require one outlet socket pr. patch point 0,04 kg
ACM-RJ45W-7 Wall socket for CAT7 0,12 kg

 Note! See VINGTOR Product Catalogue for other supplementary products for cable sets.  

Measurement ACM-PP48 Measurement ACM-RJ45W-7


