VINGTOR

whencommunicationis

FEATURES

= Weatherproof PA and Alarm Panel anel for single system, 1pcs. control board
= Abandon, general or manual alarms

= Built-in pre-amplifier with preset signal level and tone controls.

= Buttons with hinged transparent protecting cover

= Microphone with PTT

= Replaceable text label to each button

= Contact for WP handheld microphone P-66 or P-66/10

= Wall mounting outdoor / Indoor

DESCRIPTION

This WP panel is a combined panel for MANUAL alarm and EMERGENCY All Call message. For use in SPA-V2
public address and general alarm dual system.

SPECIFICATIONS

SPA-W1AR-V2



www.vingto r.com ORDER NUMBER DESCRIPTION SHIP WEIGHT

SPA-W1AR-V2 Weatherproof PA and Alarm Panel for outdoor use 0.5 kg
P-66 Hand microphone with plug, watertight 0.3 kg
P-66/10 Hand microphone with plug and 10m cable, watertight 0,4 kg

SPA-W1AR-V2 WEATHERPROOF PA AND ALARM PANEL

140 125 3

o

®)

— SPA-W1AR-V2

I

o
o
N
] MANUAL j
] RESET j
\ /
I B
3 T [T @
C ) U )
2x PG-16
122
/7 @\
4x FASTENING HOLES ¢4 .4
N
N
\@ @/
ORDER NUMBER DOC NO

SPA-W1AR-V2 A100K10524 sales@vingtor.com

VINGTOR products are developed and marketed by Zenitel Norway AS. The company’s Quality Assurance System is certified to meet the requirements in NS-EN ISO 9001:2002. Zenitel Norway AS reserves the right to modify
designs and alter specifications without prior notice, in pursuance of a policy of continuous improvement. © 2009 Zenitel Norway AS.



