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SPA-W6A4-D
DUAL WEATHERPROOF PA AND ALARM PANEL 6 ZONES

Features
Weatherprooof  PA and Alarm panel for dual system▪▪
Duplicated activating of abandon, general or manual alarms▪▪
Contact for WP handheld microphone P-66 or P-66/10▪▪
Built-in pre-amplifier with preset signal level and tone controls.▪▪
6 zone selection buttons▪▪
Separate Emergency button (EMS) for PA-message▪▪
Alarm buttons with hinged transparent protecting cover▪▪
Microphone with PTT▪▪
Contact for WP handheld microphone P-66 or P-66/10▪▪
Replaceable text label to each button.▪▪
Wall mounting, outdoor or indoor.▪▪

Description
This WP panel is a combined alarm and PA panel for use in a SPA-V2 public address and general alarm dual 
system. The PA part can operate six public address zones. Can be used as a PA-panel or Alarm panel or in 
combination.  Sixteen different configuration of alarm sounds available. 

Specifications

Size (WxHxD)			  140 x 230 x 125

Weight 0. 7 kg

Material ABS plastic

Mounting Wall

Output signal 0.775mV 0dB

Sensivity microphone 200 ohm  / 0,5mV

Connections Plugable screw terminals for 2.5 mm2 cable

Cable glands 4x PG-16

Cable size 6 x 2 x 0.75mm2

Protection IP-66
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SPA-W6A4D-D DUAL WEATHERPROOF PA AND ALARM PANEL 6 ZONES

ORDER NUMBER DESCRIPTION SHIP WEIGHT

SPA-W6A4-D Dual Weatherproof  PA and Alarm Panel 6 zones for outdoor use 0.7 kg
P-66 Hand microphone with plug, watertight 0.3 kg
P-66/10 Hand microphone with plug and 10m cable, watertight 0,4 kg


