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INDUSTRY INTERCOM



A manufacturing plant needs 
to run efficiently in order to 
stay profitable. The production 
line operates 24/7 and there is 
a constant coming and going 
of goods and people. Good 
organization is a key factor and a 
reliable extensive communication 
system is essential. 

Workers on the factory floor 
need to stay in touch with their 
colleagues at logistics, the plant 
manager needs to reach the heads 
of the different departments and 
the control room needs to address 
the right people as quickly as 
possible in case of an emergency

STENTOFON offers a wide 
variety of intercom stations and 
guarantees the most efficient 
communication system for any 
type of industrial plant.

Noise Cancelling Industrial 
Station
This industrial master station is a waterproof model 
designed for humid, dirty and outdoor conditions. The 
unit can operate in an ambient temperature range from 
-20oC to +50oC (-4oF to +122oF). The station consists 
of a rugged splash proof and chip-resistant casing of 
orange makrolon with a folio keyboard on the front.

Heavy duty Industrial 
master Station
This Industrial Master station is a waterproof model 
designed for humid, dirty and outdoor conditions. The 
unit can operate in an ambient temperature range 
from -20o to +50oC (-4oF to +122oF). The station 
consists of a rugged waterproof and dustproof casing 
(Ip65) of orange silumin. The front panel is hinged 
to the back casing to allow easy access during 
installation and service.

ATEX IIC t6 Heavy duty 
master stations
Heavy duty industrial ATEX master station 
designed for the STENTOFON AlphaCom XE 
Audio Server. With robust buttons, a rugged 
weatherproof cabinet of lacquered steel and 
handset for soft speaking conversation.



liGHT iNduSTriAl mASTEr STATiON
This industrial master Station is a splash proof model designed for humid, dirty 
and outdoor conditions. it can operate in an ambient temperature range from 0oC 
to +50oC (+32oF to +122oF). The station consists of a fl ame- and chip-resistant 
casing of durable Bayblend“ plastic. The station’s front plate - including the 
keyboard - is made of uv-cured PvC, a material which is resistant to a number of 
corrosive fl uids.

HEAvy duTy iP TElEPHONES
The STENTOFON Heavy duty iP Telephone is made for industrial 
environments that need an intercom telephone which can 
withstand rough usage and treatment. The telephone is well suited 
for heavy duty usage due to the thick aluminum casing, stainless 
steel materials, and very high ingress protection (iP-67).

HEAvy duTy iNduSTriAl iNTErCOm
These Heavy duty industrial intercom Stations are waterproof models designed for 
humid, dirty and outdoor environments. They can operate in an ambient temperature 
range from -20°C to +55°C (-4°F to +131°F). The stations consist of rugged, fl ame 
retardant, glass fi ber reinforced ABS plastic which is dust and water proof. The station 
has screw terminals and three cable glands give water and dustproof connection of 
installation cables and loudspeaker wires. The station is equipped with a noise cancelling 
microphone as well as a powerful loudspeaker.

HEAvy duTy iNduSTriAl SuB STATiON
industrial waterproof substations designed for humid, dirty and outdoor conditions. 
They can operate in an ambient temperature range from -20oC to +50oC (-4oF to 
+122oF). The stations consist of a rugged waterproof and dustproof casing (iP65) 
of orange aluminium alloy. The front panels are hinged to the back casing to allow 
easy access during installation and service. The station has screw terminals with 
labels and the three glands give waterproof and dustproof connection of installation 
cable and loudspeaker wires.



www.stentofon.com

STENTOFON products are developed and marketed by Zenitel Norway AS. The company’s Quality Assurance System is certified to meet the requirements in NS-EN ISO 9001:2008. ZENITEL NORWAY AS reserves the right to modify 
designs and alter specifications without prior notice, in pursuance of a policy of continuous improvement. © 2010 Zenitel Norway AS.

DOC NO

sales@stentofon.comXXX


