zenitel

2131000132

CL-135T

5" Miniature ceiling speaker, 100V, 6W

Description

5" miniature speaker for small rooms or where space for mounting speakers is limited.

The speaker has a robust, yet discreet design and installation is easy with two spring clamps.

Technical Dimensions
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Specifications

GENERAL

Dimensions (Diameter x
Depth)

Cut Out Dimension
(Dia.)

Mounting

Operating temperature
range

Rated Power

Max Power

Sensitivity

Frequency Range

Rated Voltage

Power tappings
Termination

Baffle Material

@135 x D82mm

2106

Flush mounted — ceiling
or wall by spring clamp

20 ~+70

6W
10W

80dB + 3dB, 1TW/1M at
400,500,600,700 Hz-
Avg.

75Hz ~ 18 KHz -10dB /
+20% Hz

100 V
6-3-1.5W

Ceramic Terminal Block
With thermal fuse

Steel , RAL 9010

Mesh Grille Steel , RAL 9010
Weight 0,52 kg
Environmental
Condition Protected
PRODUCT VARIANTS
CL-135T-W/FD 5"
Ceiling miniature
2131 141
31000 speaker, 100V, 6W
w/fire dome
page 3/4
www.zenitel.com info@zenitel.com Last revision date: 2023-12-01 07:51

Zenitel and its subsidiaries assume no responsibility for any errors that may appear in this publication, or for damages arising from the information therein. Zenitel products are developed and marketed by Zenitel. The company’s Quality Assurance System is
certified to meet the requirements in NS-EN ISO 9001. Zenitel reserves the right to modify designs and alter specifications without notice.

ZENITEL PROPRIETARY. This document and its supplementing elements, contain Zenitel or third party information which is proprietary and confidential. Any disclosure, copying, distribution or use is prohibited, if not otherwise explicitly agreed in writing with
Zenitel. Any authorized reproduction, in part or in whole, must include this legend; Zenitel — All rights reserved.



www.zenitel.com info@zenitel.com Last revision date: 2023-12-01 07:51
Zenitel and its idiaries assume no ibility for any errors that may appear in this publication, or for damages arising from the information therein. Zenitel p! are ped and by Zenitel. The company’s Quality Assurance System is
certified to meet the requirements in NS-EN ISO 9001. Zenitel reserves the right to modify designs and alter specifications without notice.

ZENITEL PROPRIETARY. This document and its supplementing elements, contain Zenitel or third party information which is proprietary and confidential. Any disclosure, copying, distribution or use is prohibited, if not otherwise explicitly agreed in writing with
Zenitel. Any authorized reproduction, in part or in whole, must include this legend; Zenitel — Al rights reserved.



	CL-135T
	Description
	Technical Dimensions
	Specifications


