DATASHEET

4000016341
Connector for 9017 / 9117, console mounted

Console mounted plug with terminals

Description

This is a console mounted 4pin connector for handheld microphone and headset to be used with the CIS Talck Back System.

Technical Dimensions

page 1/3

www.zenitel.com info@zenitel.com Last revision date: 2025-11-21 10:02
Zenitel and its subsidiaries assume no responsibility for any errors that may appear in this publication, or for damages arising from the information therein. Zenitel products are developed and marketed by Zenitel. The company’s Quality Assurance System is
certified to meet the requirements in NS-EN ISO 9001. Zenitel reserves the right to modify designs and alter specifications without notice.

ZENITEL PROPRIETARY. This document and its supplementing elements, contain Zenitel or third party information which is proprietary and confidential. Any disclosure, copying, distribution or use is prohibited, if not otherwise explicitly agreed in writing with
Zenitel. Any authorized reproduction, in part or in whole, must include this legend; Zenitel — All rights reserved.



5 =—21.00— n
e G
/_ $19.00
21.00 |
-
— o
CUT—0UT DIMENSION
FOR PLUG
BRAIDED SLEEVE
B ] \, B
0.3meter CABLE \ 4—PINS AMP
BROWN |' '| FRONT VIEW
/ RED
] _ORANGE
/ YELLOW
: c
BRAIDED SLEEVE
CIS 31XX
.‘/\". 0.Smeter CABLE /\ 42743
[ BROWN A e
I \ / Il
' |
RED I S
T
e
= ORANGE | ]
D | | / | | D
I ’ YELLOW Y [
] |
page 2/3
www.zenitel.com info@zenitel.com Last revision date: 2025-11-21 10:02

Zenitel and its subsidiaries assume no responsibility for any errors that may appear in this publication, or for damages arising from the information therein. Zenitel products are developed and marketed by Zenitel. The company’s Quality Assurance System is
certified to meet the requirements in NS-EN ISO 9001. Zenitel reserves the right to modify designs and alter specifications without notice.

ZENITEL PROPRIETARY. This document and its supplementing elements, contain Zenitel or third party information which is proprietary and confidential. Any disclosure, copying, distribution or use is prohibited, if not otherwise explicitly agreed in writing with
Zenitel. Any authorized reproduction, in part or in whole, must include this legend; Zenitel — All rights reserved.



Specifications
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