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Voice Alarm Commercial Audio EN 54 Certified

tbd

EAP01
Wall Mount Emergency Mic - Single Button - Vandal Resistant

Description
The EAP01 Emergency Announcement Point is housed in an IP65 vandal
resistant, lockable wall mounted enclosure. It is normally used for making
All-Call emergency announcements to entire facilities.
The unit features indicators for ‘Busy’, ‘Speak Now’, and ‘System Fault’, together with a ‘Status’ indicator. The EAP01 will operate
in an All-Call mode even in the event of processor failure within the Router1, as required by BS5839 Pt.8. The unit should be
connected to Router’s inputs 1 or 2, which operate in the All-Call failsafe override mode in the event of processor failure.

.

Accessories

EN 54-16 CERTIFIED

WALL MOUNT FIST MICROPHONE

HOUSED IN A LOCKABLE IP66 ENCLOSURE

VANDAL RESISTANT

IDEAL FOR AREAS WITH PUBLIC ACCESS

ALL CALL

ANALOGUE CONNECTIVITY

SUPPORTS HARDWARE BYPASS

COMPATIBLE WITH THE VIPEDIA AND INTEGRA RANGES
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VIPEDIA-BOA01

Din Rail Mount RJ45 Breakout
Adapter - Single Port

VIPEDIA-BOA02

Din Rail Mount RJ45 Breakout
Adapter - Four Port

VIPEDIA-12-NET

PAVA Audio router with network
card

VIPEDIA-12-PRO

PAVA Audio router with network
card - Dante Enabled

INTEGRA-PRO-03

PAVA Wall Mount System (3
amp channels pre installed) -
Dante® Enabled

INTEGRA-PRO-05

PAVA Wall Mount System (5
amp channels pre installed) -
Dante® Enabled

Used With
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INTEGRA-PRO-07

PAVA Wall Mount System (7
amp channels pre installed) -
Dante® Enabled

INTEGRA-PRO-10

PAVA Wall Mount System (10
amp channels pre installed) -
Dante® Enabled

INTEGRA-03

Wall Mount PAVA System (3
amps)

INTEGRA-05

PAVA Wall Mount System (5
amp channels pre installed)

INTEGRA-07

PAVA Wall Mount System (7
amp channels pre installed)

INTEGRA-07

PAVA Wall Mount System (7
amp channels pre installed)
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