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FEP-IP 4
Integral telephone for VoIP

FEP-IP is the suitable telephone:

Description
The FEP–IP 4 works as VoIP telephone in SIP areas. In case of failure of the LAN connection the additional available telephone
interface (POTS a/b) is activated to guarantee availability at any time. 

The integral telephone FEP-IP 4 is able to replace an a/b FEP 2010 in terms of its integral measurements.

 

General features FEP-IP 4:

In control stand tables

In shipbuilding

As emergency telephone

In malls or other self service areas ascustomer information
centre

In EDP rooms

 

LAN connection 100/10 Base-T(x)with IP protocol

VoIP signalling SIP (RFC 3261)

VoIP call transfer (RFC 5589)

Language coding G.711

Fall back: Analogue (a/b) telephone function

DTMF after dialling after connectionestablishment (automatic after RFC2833or in- channel)
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Measurements FEP-IP without display:

Visual and acoustical call signalling, Acoustical call signalling can be switched off

Call number storage for 10 targets

Redialling

Recall of an unanswered call

Dial control via TCP/IP connection

Handset with 4-wire coiled cable, 30cmoriginal length, solidly mounted in the fascia sheet

IP connection cable (cat.5), length: 3m

POE due to IEEE 802.3af (Kl.0), or external12V-24V-DC power supply (4,2W)

External dimensions: H=280 xW=110 x D=50 mm

Assembly opening: H=270 x W=100mm (deviant at 4-holeattachment)
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Specifications

Last revision date: 2026-08-11 10:19

page 3/3

www.zenitel.com  info@zenitel.com
Zenitel and its subsidiaries assume no responsibility for any errors that may appear in this publication, or for damages arising from the information therein. Zenitel products are developed and marketed by Zenitel. The company’s Quality Assurance System is
certified to meet the requirements in NS-EN ISO 9001. Zenitel reserves the right to modify designs and alter specifications without notice.

ZENITEL PROPRIETARY. This document and its supplementing elements, contain Zenitel or third party information which is proprietary and confidential. Any disclosure, copying, distribution or use is prohibited, if not otherwise explicitly agreed in writing with
Zenitel. Any authorized reproduction, in part or in whole, must include this legend; Zenitel – All rights reserved.


	FEP-IP 4
	Description
	Specifications


