
This is to certify that the undernoted product(s) has/have been tested in accordance with

the relevant requirements of the GL Type Approval System.

Type Approval Certificate

Company Zenitel Marine AS

3183 Horten, NORWAY

Bromsveien 17

Product Description Amplified batteryless telephone systems

Type VSP A-B, VSP 12, VSP M

Environmental Category C, F(*), EMC 1

Test Standard Guidelines for the Performance of Type Approvals, 2012
IEC 60945, 2002-08

Documents Test report : DnV No. 96-1196, Jyske EMC Lab No. S97 0662b
Installation and Service Manual of Stento for VSP A-B, VSP and VSP-M

Remarks None

Valid until 2017-12-03

Type Approval Symbol

Dr. Joannis Papanuskas Marco Rinkel

2012-12-04
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Technical Data /

Range of Application 
Phone systems:
   VSP-211A-B: For 2-way communication

   VSP-21112: For 12-way communication
   VSP-211M: For 20-way communication

Phones:
   VSP-211A-L, VSP-213A-L, VSP-223A-L, VSP-122A(*), VSP-122AP

   VSP-211-L, VSP-213-L, VSP-223-L, VSP-122(*), VSP-122P
   VSP-211M-L, VSP-212M-L, VSP-213M-L, VSP-22M(*)

Headsets:
   VSP-36-PEL, VSP-36-PELP

  Relay timer:
   IRR-VSP-220, IRR-VSP-110, IRR-VSP-24

Plug boxes:
   CD-3, CD-4, CD-7, CD 16

On-wall box:
   MBOKS

HH

Hamburg,

File No. I.E.01

This certificate is issued on the basis of "Guidelines for the Performance of Type Approvals Part 1, Procedure".

Certificate No. 42 961 - 02


